
 'A' ±0.25  
15.00
10.00  

20.00
18.00  

2.
20

 
M

A
X

ELECTRICAL CONNECTIONS:
CL/XX•
LP/XX•
XX/YY•

 'G' ±0.05 

 'K' ±0.25 

CORE TYPE: H

 'D' ±0.05 

 'L' ±0.25 

CORE TYPE: E

 'A' ±0.25  300.00 

ELECTRICAL CONNECTIONS:
MS/00•

 M
2x

0.
4-

6g
 

 6.00 

 
1.

92
5

1.
87

5  'C' ±0.25 

 'D' ±0.05 

 10.25 

 'B' ±0.25 

CORE/CARRIER TYPE: Q

2-OFF 
M2 NUT

2-OFF 
M2 WASHER

 M
2x

0.
4-

6g
 

 
2.

00
0

1.
99

5 

 
2.

80
0

2.
75

0 

 8.00 

 'F' ±0.25 

 'G' ±0.05 

 'E' ±0.25 

CORE/CARRIER TYPE: Z

2-OFF
M2 NUT

2-OFF
M2 WASHER

 3.20
3.10 THRU 

 9.512
9.450 

 3.20
3.10 THRU 

 9.512
9.450 

 
2.

80
0

2.
72

5 

M2x0.4-6H 5.00 
2.10/2.20 0.50

 
1.

92
5

1.
87

5 

 
1.

06
2

1.
01

2 
TH

RU

REFER TO: OPTIMUM SERIES ORDERING GUIDE FORM No: 502103
ALL DIMENSIONS ARE AT MID CALIBRATION/NULL POSITION.

Analogue Digital CORE/CARRIER TYPE: Z CORE/CARRIER TYPE: Q CORE TYPE: E CORE TYPE: H

Probe 
Designation Stroke mm Probe 

Designation Stroke mm 'A' mm 'B' mm 'C' mm 'D' mm 'E' mm 'F' mm 'G' mm 'L'mm 'D' mm 'K'mm 'G'mm

OP/1.5 ±1.5 DO/03 0-3 20.50 14.75 25.00 12.00 16.00 26.50 11.00 10.25 12.00 10.25 11.00
OP/6.0 ±6.0 DO/12 0-12 46.50 23.00 46.25 28.40 23.00 46.25 28.40 23.25 28.40 23.25 28.40
OP/10.0 ±10.0 DO/20 0-20 46.50 31.00 54.25 20.40 31.50 54.75 20.40 23.25 20.40 23.25 20.40
OP/12.5 ±12.5 DO/25 0-25 83.50 34.00 75.75 50.80 34.00 75.75 50.80 41.75 50.80 41.75 50.80
OP/25.0 ±25.0 DO/50 0-50 83.50 50.75 92.50 26.00 50.75 92.50 26.00 41.75 26.00 41.75 26.00
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STEYNING WAY ● BOGNOR REGIS ● SUSSEX ● ENGLANG ● PO22 9ST
540002-176

SOLARTRON PURSUES A POLICY OF CONTINUOUS DEVELOPMENT. SPECIFICATIONS IN THIS DOCUMENT MAY  THEREFORE BE CHANGED WITHOUT NOTICE. DIMENSIONS ARE NOMINAL AND SPECIFIED IN MILLIMETRES

OP - FREE CORE OPTIONS
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