
Solartron Metrology, a world leader in Precise Linear Measurement, 
provides multiple solutions for inline measurements in electronics 
manufacturing.

Orbit® LT2 Lasers have Adaptive Surface 
Adjustment, which can measure parts with 

various surfaces, such as PC boards.
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PENCIL PROBES, ORBIT® DIGITAL MEASUREMENT NETWORK

Electronics Solutions

Feather Touch (FT) or Ultra Feather Touch 
(UFT) probes can be used to check flatness of a 
component, or placement of glass inside a piece 

of electronics.

Repeatable, Accurate, High Resolution
Solartron’s Gauging Probes provide a bedrock of gauging precision.
•	 Easy, accurate measurements and data allocation
•	 0.5 to 30mm Measurement Range
•	 Smaller diameters, 6mm and 3mm, for tight spaces
•	 As low as 0.2 µm accuracy.  0.01 µm  resolution and  0.05 µm 

repeatability. 
•	 Harsh testing up to 13 million cycles or more

Soft Touch Sensors
For the gauging of delicate materials or glass, Solartron offers Feather 
Touch and Ultra Feather Touch probes with tip forces as low as 0.03 to 
0.05 N.
•	 Probes maintain high resolution and repeatability
•	 Lower cost than non-contact sensors
•	 Ruby, nylon, and flat tips are available

Robust Network
Up to 200 Sensors - Contact, Non-Contact, and 3rd Party - can easily be 
connected via the Solartron Orbit® Network.
•	 Calibrated Digital Sensors
•	 Output to PC via USB, or PLC via Ethernet/IP®, Profinet®, EtherCAT®, 

CC-Link®, Modbus TCP/IP or Modbus (serial)
•	 Output Data to Excel Sheets, Orbit® Gauge Software, or any SPC Software
•	 Synchronous, dynamic data collection at up to 3,906 readings/second/sensor

Lower Costs
The quick cycle times and repeatable measurements means cost savings in 
labour as well as higher quality standards.

Nylon or Ruby tips mean no scratches when 
checking a semi-conductor wafer or other 

delicate materials.

Quick Readings
Gauging with Solartron means multiple, quick reliable measurements of any 
free form shape using a custom gauge. All readings can instantaneously be 
outpput to a PC or PLC.

Non-Contact
For applications where contact is not viable, Solartron also offers non-
contact Orbit LT laser triangulation sensors. Orbit LT2 provides excellent 
accuracy at a lower cost.

Ultra Feather Touch probes can be used to 
check delicate materials and forms such as glass 

for an electronics tablet or mobile phone.
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THE ORBIT® NETWORK

ORBIT® – 	The Total Measurement System 	
	 from Solartron Metrology

Orbit® Gauge Software (OGS)

Specialist Transducers
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The Solartron Orbit® Digital Measuring System provides a limitless set of measurement solutions, with numerous 
different interfaces to computers and PLC’s. 

Related Products

Orbit® LT Piston Push "Jet J" Pneumatic Probes

SI 8400


